MACCAFERRI CASE HISTORY
Ref: 000 Rev: 000, Date 15/07/2008

FALAISE DU PONT D’OR - RUISSEAU DES ECREVISSES
BARJOLS (83)

ENVIRONMENTAL / HYDRAULIC AND EROSION CONTROL / WEI RS / GABIONS

Description .
Before construction
An important erosion cumulated for centuries in the bottom of
the bed of the crayfishes stream, right in the center of the vil-
lage of Barjols, threatening the restaurant Pont D’or located
above and at the edge of the cliff.

It was therefore necessary to secure the cliff in order to protect
the hotel restaurant and the adjacent road.

The project is situated within the perimeter of a classified site
and required the approval of the architect des Batiments de
France.

Solution

The process of securing the site took place in several stages:

1. First a reinforcement of the basis of the cliff was accom-
plished by raising the ground of the bed of the stream,

2. The installation of important embankment (maximum
height 26 meters) and two big thresholds 8 and 9 meter
high,

3. The execution of several small works in bleachers, to

dissipate the energy of water, to refocus the bed and to
catch the level downstream.

The spillway of works with flat facings with a fruit was protected Date : August 2003
by a concrete cast to prevent the structures from important

moves of sediments and to avoid the piling up of blockages.

Gabion works were endorsed for the following reasons: technol-
ogy of controlled dimensioning, flexibility of works adapting
themselves to embankment and good insertion within the site
through the use of local stones in scale with the existing build-
ings.

During construction

Client name

CITY OF BARJOLS

Designer

DDE 83 DRAGUIGNAN

Study office

| CETE - LABORATORY OF AIX EN PROVENCE |
Main contractor

| GARDIOL 04 / LTP GABION PLUS |
Products used

| 2500 m*® gabions made with galfan wire |

‘Construction info

Construction date August 2003 Date : november 2003

Completion date February 2004
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After construction

Date : June 2004
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Systéme de qualité

FRANCE MACCAFERRI S.A.S

29, Rue Rossini - BP 8

26901 VALENCE Cedex 9 -

Tel. (+33) 04.75.86.30.11 - Fax (+33) 04.75.86.22.91
Email: info@maccaferri.fr—web : www.maccaferri.fr

La production, le systeme de gestion
interne et |'assistance technique sont
certifiés conformément & la norme
1SO 9001



